
FEATURE

CAN CHARGE NUMBERS OF 12V BATTERIES (SERIES CONNECTION)

VOLT SELECTOR / AMP ADJUST SELECTOR

AMP METER

VOLT METER

FULL WAVE RECTIFIER

INPUT/OUTPUT CIRCUIT BREAKER TO PREVENT OVERLOAD

12 HOURS  TIMER CONTROL

A CHARGING CORDS WITH CLIPS AND AC INPUT CABLE

ACID RESISTANCE CASING WITH EPOXY POWDER COATED

EASY TO MOVE WITH ROLLERS

PETCH MULTIPLE BATTERY CHARGERS    PEM-SERIES

PETCH  PEM-Series
The Diamond Quality

Series Connection Charging

Height

Width

Depth

SPECIFICATION

pp51-E-520523-00

PEM6060

PEM9060

PEM12030

PEM18030

6 - 60 V

6 - 90 V

12 -120 V

12 - 180V

60A.rms  40ADC

60A.rms  40ADC

30A.rms  20ADC

30A.rms  20ADC

1 - 5

1 - 7

1 -10

1 - 15

12Hrs

12Hrs

12Hrs

12Hrs

Breaker

Breaker

Breaker

Breaker

360

360

360

360

460

460

460

460

760

760

760

760

40.2

45.5

48.1

55.4

DIMENSION(mm)

WIDTH     HEIGHT      DEPTH

WEIGHT

Kgs
MODEL

OUTPUT

VOLTAGE

CHARGING

CURRENT
PROTECTIONNO.OF 12V

BATTERY
TIMER

INPUT  220-240VAC ;  50-60Hz ; 1PHASE



FEATURE

- PORTABLE TYPE BATTERY CHARGER  WITH STEEL AND

  STAINLESS CASING 

- VOLT SELECTOR 6-12-24V 

- AMP ADJUST SELECTOR

- INSTALL AMP METER

- FULL WAVE RECTIFIER

- INSTALL PROTECTION COMPONENTS BOTH INPUT AND OUTPUT

- CHARGING CORD WITH GIPS

- TIMER CONTROL 0-12 HOURS WITH HOLD

PETCH  PORTABLE BATTERY CHARGER

PETCH PORTABLE BATTERY CHARGER

suitable for vehicle battery. 

Use in Car battery, Truck, motorcycles etc. 

The Diamond Quality

PETCH  P-Series

HIGH

WIDE DEEP

SPECIFICATION

pp059 : 560323-....

INPUT  220-240 VAC ; 50-60 Hz  ; 1Phase

DIMENSION(mm)

WIDE        HIGH       DEEP

WEIGHT

Kgs
MODEL

OUTPUT

VOLTAGE

CHARGING

CURRENT

OUTPUT

CORD (Cm)
TIMER

INPUT

CORD (Cm)
CASING

P2420

P2430

PST2430

6-12-24V

6-12-24V

6-12-24V

20 A

30 A

30A

12Hrs

12 Hrs

12 Hrs

110

110

110

150

150

150

307

330

330

220

245

245

200

220

220

8.1

11.3

11.5

Iron

Iron

Stainless

FREQUENCY 50-60 Hz STANDARD PRIMARY VOLTAGE IS 220V. HOWEVER OTHER INPUT VOLTAGE ARE ALSO AVAILABLE IN ACCORDANCE WITH THE USER REQUIREMENT.

รอถ่ายรูปใหม่

P2420

Model : P2430 PST2430
Input : 220-240 VAC 50-60Hz 1 Phase
Output : 6-12-24 VDC Full Wave 30 Amax

FULL WAVE RECTIFIER

24V 30ABATTERY CHARGER

COPPER COIL 100%

MADE IN THAILAND

P2430

Model : P2430 PST2430
Input : 220-240 VAC 50-60Hz 1 Phase
Output : 6-12-24 VDC Full Wave 30 Amax

FULL WAVE RECTIFIER

24V 30ABATTERY CHARGER

COPPER COIL 100%

MADE IN THAILAND

PST2430 (Stainless Steel Case)

Model : P2430 PST2430
Input : 220-240 VAC 50-60Hz 1 Phase
Output : 6-12-24 VDC Full Wave 30 Amax

FULL WAVE RECTIFIER

24V 30ABATTERY CHARGER

COPPER COIL 100%

MADE IN THAILAND

P2430

P2420

PST2430 (Stainless Steel Case)

8.08

11.26

11.52
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